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POWER A 12VDC DEVICE FROM A PICOBO!

PicoBooJr,
PicoBoo,
PicoBoo PLUS

Solenold
Valve,
LED Light,or
other 12VDC,
device

PICOBOO PROGRAMMING QUICK REFERENCE

PROGRAMMING OUTPUTS
A] Tap ‘REC”

B] Press “1" & 2" as you like

C] Tap *REC’ to save. ‘2" to play.

WRITE-PROTECTING

Audio tasks require the recording
cable be inserted into “LINE IN".
Must be removed to program outputs.
RECORDING AMBIENT AUDIO

A] Hold "REC” & tap “1". Let go.
B] Play from source

AlPoweroff C] Tap "REC” when done
B] Power on while holding ‘2"

Do agai t9swich back RECORD TRIGGERED AUDIO

A] Hold "REC” & tap “2". Let go.

TRIGGER TO N/O OR NIC BYPlay.fio aorce
Al Power off C] Tap *REC” when done
B8] Power on while holding

“17 & 2" (NIC) or only *1" (N/O) REMOVE AMBIENT AUDIO
Froblems recording? Using a PIR? Discornect A Hold "REC” &1ap “1”. Let go.
FIR 5 et iggerto NI befre tecording 8] Tap “REC” within 3 seconds

FIXING SOLENOID VALVE ISSUES
Some things to try if your FrightProps solenoid valve is not functioning as it should.

o Make sure air from the compressor s going nto P IfP*is ot labeled as such on your
‘solenoid valve look at the pictures on this page to identify the location.

o ake sure teast 20psi isbeing supplied  the solendid valve fom your compressor
The solenoid vaive willnot operate corectly with less than 20psi. Biawing into the valve does
notwork. Your ungs do not produce enough pressure.

@ Fress the manual operator on th sideof the vave This i normaly  small iveror bive
button, Pressing it should actvate the valve. Sometimes mulipe pressing of this bution wil
clear debris and allow the valve to unction correcty.

Jcheck that the voltage of the valve matches the voltage you are sending it. Match the power

source to that of your solenoid valve (12VDC, 24VC, or 110VAC). DC solenoids wil require

o 2 you usinga cotrlerof somesort o e the solenaid valve on? Temporariy emove tat
and iy o power the solenoid valve directly. Ifthis works then you have a problem vith your
‘controller or controller wiing

aDC power supply, AC solenoids require an AC power cable
Need further assistance? You can always send an e-mail to Support@FrightProps.com!
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COPYRIGHT © FRIGHTPROPS, LLC. PLEASE CONTACT US IF YOU WOULD
LIKE TO REPRODUCE OR REPUBLISH PORTIONS OF THIS DOCUMENT.
FRIGHTPROPS, LLC has no control over the use of any product and therefore.
expects the user to exercise good judgment as to the proper selection,
installation, use and maintenance of any product. FRIGHTPROPS, LLC assumes
o responsibility for damage or injury of any kind due to misuse or improper
application in any way by any person.
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[KiJAtssemblydinstructions

READ CAREFULLY BEFORE ATTEMPTING TO INSTALL,
OPERATE, OR SERVICE THE PRODUCT DESCRIBED.
FAILURE TO COMPLY WITH THE INSTRUCTIONS
COULD RESULT IN PERSONAL INJURY AND/OR PROP-
ERTY DAMAGE! RETAIN INSTRUCTIONS FOR FUTURE
REFERENCE.

FrightProps, LLC has no control over the use of any product
and therefore expects the user to exercise good judgment as

to the proper selection, installation, use and maintenance of
any product. FrightProps, LLC assumes no responsibility for
damage or injury of any kind due to misuse or improper appli-
cation in any way by any person.

Safety Guidelines:
Do not connect power until you have read these instructions!
Description

This kit contains everything necessary to open and close a lid.
May also be used to open small doors. Take your time during
assembly and be sure to read instructions completely before
you proceed.

Required Tools for Assembly:

« Philips Screw Driver
« Vise Grips or Pliers
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Included

3/4” Bore 6" Stroke
Cylinder

Rear Pivot Mount
with Side Bracket

Double-Acting
Hook-Up Kit

Clevis Mounting
Bracket

6x Mounting Screws

2x Male Connector
w/ Flow Control
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Controller:

PicoBoo One
(No Audio)

Trigger:

Step Mat

@ W
kS
Wireless Trigger
Beam Sensor
0 2
Speaker:
Hand Trigger
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Assembly,

INSTALL FLOW CONTROLS AND CLEVIS TO CYLINDER

‘The flow controls will allow you to control how fast the lid opens and closes.
Turn counter clock-wise to increase speed and clock-wise to decrease. Tighten
lock nut down once optimum speed is selected.

INSTALL BRACKETS INTO YOUR BOX:

The exact positioning of the components is not given. By moving their posi-
tions you can get the lid to open more or less depending on your requirements.
Experiment with different positioning to get the lid to open more / less accord-
ing to your requirements.

Install Foot Bracket with Angle Mount
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NSsembly, .

Install Clevis Mounting Bracket and Attach Clevis
Attach the clevis mounting bracket to the lid of your box. Attach
the clevis to the bracket.





